Bonjour, je vous propose ce tuto

Pour celles et ceux qui veulent un peu découvrir le systeme d’exploitation FreeBsd, par I'intermédiaire
du LiveCD Frenzy 1.1, iso téléchargeable sur  http://7x8.org/frenzy/1.1/

On boote sur I'iso

D Loader 1.2

Building the boot loader arguments
Looking up ~BOOT-LOADER... Found

Tx loader 1.00 BTX version is 1.02
onsoles: internal videorkeyboard

I03 CD is cdO

I05 drive C: is diskO

105 639kB-1047488kE available memory

FreeB5D-i386 bootstrap loader, Rewvision 1.1

(technixPamateria, Mon May 5 @0:40:17 UTC 2003)

lLoading ~bootrsdefaults-loader.conf

bootskernelskernel text=0x754200 data=0xefef4+0x?5b78 syms=[0x4+OxBaZf 01

Faire « entrée »

Frenzy 1.1-standard (Starstruck) final [ 06.12.2008 12:19 1

mode=default MODE Select console graphics mode. default - standard
console 80x25. Another modes may be defined as
SizeK«SizeY«ColorDepth (for example, 1024x768x16)

lang=enideifriitiesiplibgicziskiruiua Language selection

ramdisk=X RAM-disk size, now 6B5m

toram Loading to RAM (required >579Mb RAM)
fromhdd Loading image from HOD (frees CO-ROM)
nohdd Don’t search and mount HDD partitions
nohdmnt Don’t mount HDD partitions during boot
hdrw Mount HODD partitions in RW mode
nobackup Don’t restore config data from backup
nofem Don’t load Frenzy extension modules
hwinfo Make a list of hardware

gui Boot in graphics mode

sound fiutodetect and load sound card driver

Defauls: lang=en ramdisk=65m

Type boot parameters and hit Enter (15 seconds)



http://7x8.org/frenzy/1.1/

On arrive au prompt # super utilisateur

Starting syslogd.

Initial i386 initialization:.

fidditional ABI =upport:.

[Starting local daemons:.

Starting fusefs.

fuzedbsd: version 0.3.9-prel, FUSE ABI 7.8
ounting late file systems:.

Starting usbd.

onf iguring syscons: keyrate keybell font8x16 blanktime.
Starting cron.
lLocal package initialization:.

Detecting mouse... found at ~dev-psmnQ, mouse daemon started.
Thu Jun 22 11:22:57 UTC 2017
FreeB5D-i386 (frenzy) (ttywd)
opyright (c) 1992-2008 The FreeB3D Project.
opyright (c) 1999, 1940, 1983, 1986, 1988, 1989, 1991, 1992, 1993, 1994

The Regentsz of the University of California. All rights reserved.

Frenzy 1.1-standard (3tarstruck) final [ 0b.12.2008 12:12 1

frenzy: ™ #
On tape sysinstqll, pour faire quelques modifs choix du pays, de la langue et configuration du réseau

Starting syslogd.

Initial i386 initialization:.

Additional ABI support:.

[Starting local daemons:.

Starting fusefs.

usedbsd: version 0.3.9-prel, FUSE ABI 7.8
ounting late file systems:.

Starting usbd.

onf iguring syscons: keyrate keybell fontBx16 blanktime.
Starting cron.
LLocal package initialization:.

Detecting mouse... found at ~<dev-/psmQ@, mouse daemon started.

Thu Jun 22 11:22:57 UTC 2017
FreeB5D-i386 (frenzy) (ttywvd)
opyright (c) 1992-2008 The FreeB3D Pro ject.

opyright (c) 1979, 1980, 1983, 1986, 1988, 1989, 1991, 1992, 1993, 1994
The Regents of the University of California. All rights reserved.

Frenzy 1.1-standard (Starstruck) final [ 06.12. 2008 12:12 1

frenzy:"# sysinstall



On sélectionne « Configure »

FreeB5D-i386 6.3-3TABLE - =ysinstall Main Menu
Welcome to the FreeBSD installation and configuration tool. Please
select one of the options below by using the arrow keys or typing the
first character of the option name you’'re interested in. Invoke an
option with [SPACE] or [ENTER]. To exit, use [TAB] to move to Exit.

Quick
Begin

start - How to use this menu system

a standard installation (recommended)
Begin a quick installation (for experts)
Begin a custom installation (for experts)
Installation instructions, READHME, etc.
Select keyboard type

UiewrsSet various installation options
Repair mode with CDROM-DUD-floppy or start shell
Upgrade an existing system

Load default install configquration
Glossary of functions

Usage
Standard
Express

Cusztom

onf iqure

Doc

Keymap
Options
Fixit
Upgrade
Load Config
Index

[ Select 1 ¥ Exit Install

[ Press F1 for Installation Guide 1

On sélectionne Time Zone + OK

FreeB5D-i386 6.3-STABLE - =sysinstall Main Menu
Welcome to the FreeB3D installation and configuration tool. Flease
select one of the options below by using the arrow keys or typing the
first character of the option name you're interested in. Invoke an
option with [SPACE] or [ENTER]. To exit, use [TAB] to move to Exit.

Quick
Begin

start - How to use this menu system

a standard installation (recommended)
Begin a guick installation (for experts)
Begin a custom inztallation (for experts)

Usage
Standard
Express

Cu=ztom

onf igure

Doc

Keymnap
Options
Fixit
Upgrade
Load Config
Index

Do post-install configuration of FreeB3D

Installation instructions, README, etc.

Select keyboard type

ViewsSet various installation options

Repair mode with CDROM-DUD-/f loppy or start =hell
Upgrade an existing sy=zten

Load default install configuration

Glossary of functions

¥ Exit Install

[ Select 1

[ Press F1 for Installation Guide 1



Choisir NO

Select local or UTC (Greenwich Mean Time) clock
Is this machine's CHMOS clock set to UTC? If it is set to local time,
or you don’t know, please choose NO heret

Choisir Europe

Select local or UTC (Greenwich Mean Time) clock
I= this machine’s CHOS clock set to UTC? If it iz =set to local time,
or you don’t know, please choose NO heret

fes [ o




Choisir France

Countries in Europe
Select a country or region

Aland Islands
Albania
Andorra
Austria
Belarus
Belgium

Bosnia and Herzegowina
Bulgaria
Croatia

Czech Republic
Denmark
Estonia
Finland
Germany
Gibraltar

U8 [ B e R By T TR N

On va ensuite sur Console

FreeB3D Configuration Menu
If you've already installed FreeB3D, you may use this menu to customize
it zomewhat to suit your particular configuration. Most importantly,
you can use the Packages utility to load extra “3rd party”
sof tware not provided in the base distributions.

¥ Exit Exit this menu (returning to previous)
Distributions Install additional distribution sets
Packages Install pre-packaged software for FreeBSD
Root Passuword Set the system manager’'s passuord
Fdisk The disk Slice (PC-style partition) Editor
Label The disk Label editor
User Hanagement Add wuser and group information
Time Zone Set which time zone you're in
Media Change the installation media type
Mouse Conf igure your nouse
Networking Conf igure additional network services

K 1 Cancel
[ Press F1 for more information on these options 1




On selectionne Keymap + OK

System Console Configuration
The default =system console driver for FreeB3D (syscons) has a
number of configuration options which may be set according to
your preference.

When you are done setting configuration options, select Cancel.

X Exit Exit thiz menu (returning to previous)
Z Font Choose an alternate screen font

3 Keymap| hoose an alternate keyboard map

4 Repeat Set the rate at which keys repeat
5 Saver Conf igqure the screen saver

6 Screenmap Choose an alternate screenmap

? Ttys Choose console terminal type

(O [I] Cancel

[ Configure your system console =zettings 1

Selectionner French ISO Accent

System Conszole Keymap
The default system console driver for FreeBSD (syscons) defaults
to a standard "American" keyboard map. Users in other countries
(or with different keyboard preferences) may wish to choose one of
the other keymaps below.
Note that sysinstall itself only uses the part of the keyboard map
vhich is required to generate the ANSI character subset., but your
choice of keymap will also be saved for later (fuller) use.

Danish CP865 Danish Code Page 865 keymap
Danish IS0 Danish ISD keymap

Eztonian IS0 Estonian I50 keymap
Ezstonian I50 15 Estonian 150 8859-15 keymap
Estonian CP850 Estonian Code Page 850 keymap
Finnish CPB50 Finnish Code Page 850 keymap
Finnish IS0 Finnish IS0 keymap
French IS0 (accent) French IS0 keymap (accent keys)
French IS0 French IS0 keymap

K 1 Cancel

[ Choose a keyboard map 1




On sort par exit

System Console Configuration
The default =system console driver for FreeB3D (syscons) has a
number of configuration options which may be set according to
your preference.

When you are done setting configuration options, select Cancel.

Exit Exit thizs menu (returning to previous)

Font Choose an alternate screen font
Keymap Choose an alternate keyboard map
Repeat Set the rate at which keys repeat
Saver Conf igqure the screen saver
Screenmap Choose an alternate screenmap
Ttys Choose console terminal type

(O [I] Cancel

[ Configure your system console =zettings 1

Selectionner Networking

FreeB3D Configuration Menu
If you've already installed FreeB3D, you may use this menu to customize
it zomewhat to suit your particular configuration. Most importantly,
you can use the Packages utility to load extra “3rd party”
sof tware not provided in the base distributions.

¥ Exit Exit this menu (returning to previous)
Distributions Install additional distribution sets
Packages Install pre-packaged software for FreeBSD
Root Passuword Set the system manager’'s passuord
Fdisk The disk Slice (PC-style partition) Editor
Label The disk Label editor
User HManagement Add wuser and group information
Console Customize system console behavior
Time Zone Set which time zone you're in
Media Change the installation media type
House Conf igure your nouse

Networking onf igure additional network services

K 1 Cancel
[ Press F1 for more information on these options 1




Sélectionner Interfaces

Network Services Menu
You may have already configured one network device (and the other
various hostname-gateway-name server parameters) in the process
of installing FreeBSD. This menu allows you to configure other
aspects of your system’'s network configuration.

<<{{ X Exit Exit thiz menu (returning to previous)

(1 Interfaces|

[ 1 nAHD This machine wants to run the auto-mounter serwvice
[X1 nAMD Flags Set flags to AMD =ervice (if enabled)

[L 1 fAnon FTP Thiz machine wishes to allow anonymous FTP.

[X]1 Gateway This machine will route packets between interfaces
L 1 inetd Thiz machine wants to run the inet daemon

L 1 Hail Thiz machine wants to run a Mail Transfer Agent

[ 1 HNFS client This machine will be an NFS client

[L 1 NFS server Thiz= machine will be an NFS server

[ 1 HNtpdate Select a clock-synchronization server

[ 1 PFCHFSD Run authentication server for clients with PC-NFS.

[_OR 1 Cancel

Laisser la 1ere ligne sélectionnée

Network interface information reguired
If you are using PPP over a serial device, as opposed to a direct
ethernet connection, then you may first need to dial your Internet
Service Provider using the ppp utility we provide for that purpose.
If you're using SLIP over a serial device then the expectation is
that you have a HARDWIRED connection.

You can also install over a parallel port using a special "laplink"
cable to another machine running FreeB3D.

Intel(R)Y PRO-1000 Ethernet card

pf log0d <unknowun network interface type:
pf=sunct <unknown network interface type>
=10 SLIF interface on device ~rdevr/cuadd (COM1)
Pppo FPP interface on device ~devs/cuad® (COM1)

[ IR Cancel

[ Press F1 to read network configuration manual 1




Choisir NO a IpV6

Network interface information required
If you are using PPP over a serial device, a= opposed to a direct
ethernet connection, then you may first need to dial your Internet
Service Provider using the ppp utility we provide for that purpose.
If you're using SLIP over a serial device then the expectation is
that you have a HARDUWIRED connection.

You User Confirmation Requested ink
cabl Do you want to try IPu6 configuration of the interface?

tes [

pf=sunctl <Lunknown network interface type>
=10 S3LIP interface on device ~dev-cuadd (COM1)
pPppo PPP interface on device ~dev-/cuad0 (COM1)

Cancel
[ Press F1 to read network configuration manual 1

YES a DHCP

Network interface information reguired
If you are using PPP over a serial device, as opposed to a direct
ethernet connection, then you may first need to dial your Internet
Service Provider using the ppp utility we provide for that purpose.
If you're using SLIP over a serial device then the expectation is
that you have a HARDWIRED connection.

You User Confirmation Requested ink"
cabl Do you want to try DHCP configuration of the interface?

[ s 1 No

pf=sunct <unknown network interface type>
=10 SLIF interface on device ~rdevr/cuadd (COM1)
Pppo FPP interface on device ~devs/cuad® (COM1)

Cancel
[ Press F1 to read network configuration manual 1




Laisser tel quel, faire OK

Network Configuration
Host: Domain:

frenzy

IPuvd Gateway: Name server:

10.0.2.2 ] 192.168.1.1

Configuration for Interface en0
IPv4 fiddress: Netnask:

10.0.2.15 ] £55.255.255.0 ]

Extra optionz to ifconfig (usuwally emptyl:

CANCEL

[ Select this if you are happy with these settings

Sortir avec Exit

FreeB3D Configuration Menu
If you've already installed FreeB3D, you may use this menu to customize
it zomewhat to suit your particular configuration. Most importantly,
you can use the Packages utility to load extra “3rd party”
sof tware not provided in the base distributions.

Exit this menu (returning to previous)

Distributions Install additional distribution sets
Packages Install pre-packaged software for FreeBSD
Root Passuword Set the system manager’'s passuord

Fdisk The disk Slice (PC-style partition) Editor
Label The disk Label editor

User HManagement Add wuser and group information

Console Customize system console behavior

Time Zone Set which time zone you're in

Media Change the installation media type

Mouse Conf igure your nouse

Networking Conf igure additional network services

K 1 Cancel
[ Press F1 for more information on these options 1




Et Exit Install

FreeB5D-i386 6.3-3TABLE - =ysinstall Main Menu
Welcome to the FreeBSD installation and configuration tool. Please
select one of the options below by using the arrow keys or typing the
first character of the option name you’'re interested in. Invoke an
option with [SPACE] or [ENTER]. To exit, use [TAB] to move to Exit.

Usage Quick start - How to use this menu system
Standard Begin a standard installation (recommended)
Express Begin a quick installation (for experts)

Cusztom Begin a custom installation (for experts)
Doc Installation instructions, READHME, etc.
Keymap Select keyboard type
Options UiewrsSet various installation options
Fixit Repair mode with CDROM-DUD-floppy or start shell
Upgrade Upgrade an existing system
Load Config Load default install configuration
Index Glossary of functions

Select [ Exit Installl

[ Press F1 for Installation Guide 1

Au prompt # on tape « startx » et on arrive sur le bureau Frenzy



UP: 7m 46s ::: Load: 8.60 8.15 8.18
I ] CPU: 63%

I 1 RAM: 53.2MiB/989MiB - 5%
[ Swap: BB/BB - No swap?
PROC: 66 ::: RUN: 2 q\

22.06.2017 13:30

Un clic droit sur le bureau et choisir Exit



Frenzy 1.1
B Terminal

Run

2 File management

Edit/view/convert
Internet
Network
Network tools

ork audit
Security
System
Multimedia

Configure

FEFEFERERER

Help

Fluxbox menu

UP: 8m 125 ::: Load: 8.36 8.1¥ 8.89
IS L

] RAM: 56.1MiB/989MiB — 5%
[ Swap: 8B/BB - No) suap%
PROC: 66 ::: RUN: 2 N

EN < » 22.06.2017 13:30

On va editer le fichier /etc/X11/xorg.conf avec I'outil vi

[Setting default wvalue

Failed to read: session.modKey

Betting default wvalue

Failed to read: session.screen0.reversewvheeling
[Setting default value

Failed to read: session.screen0.defaultDeco
[Setting default wvalue

Failed to read: session.screend.userFollouwModel
Betting default wvalue

Failed to read: =sesszion.screenld.allowRenotefictions
[Setting default wvalue

Failed to read: session.screen®.tabs.maxOver
Betting default wvalue

Failed to read: sesszion.screend.tabs.intitlebar
[Setting default value

onky: desktop window (40) iz root window

onky: drawing to desktop windouw

onky: drawing to double buffer

pp=s file failure

aiting for X server to shut down FreeFontPath: FPE "rusrrslocalrslibsX11l/fonts/mi
sc-"” refcount is 2, should be 1: fixing.

frenzy:"# vi setcs/X1l/xorg.conf



On se positionne sur la ligne ou I'on trouve « us »

Mettre le curseur sur « s » Appuyer sur « x » : il s’efface, mettre le curseur sur « u » appuyer sur x, il

s’efface

Appuyer sur la touche ESC : appuyer sur « i » on va pouvoir remplacer us par fr ; ensuite touche ESC et

enfin taper :wq ( bien taper les : superposé )

FontPath

End3ection

Section “"Module™

Load
Load
t#tLoad
Load
Load
Load
Load
Load
t#tLoad
End3ection

"GLcore"
lldhell

"susr~-localslibsX11-fonts~-locals"

Ydri" # disabled due to ATI problens

"extmod"
llg_ lxll
"record
llxtrapll
"freetype"”
lltgpelll

Section "InputDevice”
Identifier "Keyboard®"

Driver
Option
Option
Option
Option

End3Section

FontPa
EndSection

Section "Modul
Load
Load
#Load
Load
Load
Load
Load
Load
#Load

EndSection

Section "Input
Identi
Driver
Option
Option
Option
Option

EndSection

llkhdll
"¥kbRules"
"XkbModel”
"XkbLayout"
"XkbOptions"

llxurgll
"l:":105"

uuau

“"grp:ctrl_shift_toggle,ctrl:ctrl_aa,grp_led:scr

th "susrslocalslibsX11-fonts~locals"

E"
"GLcore"
lldhell

Ydri" # disabled due to ATI problens

"extmod"
llg lxll
"record"”
llxtrapll
"freetype"”
lltypelll

Device"

fier "Keyboardo"
llkhdll
"XkbRules"
"XkbModel"”
"XkbLayout"
"XkbOptions"™

")(l:ll"g"
"pC].EIS"

"fr'i

"grp:ctrl_shift_toggle,ctrl:ictrl_aa,grp_led:scr




FontPath "susrslocalslibsX11fonts~local-"
End3Section

Section "Module"
Load "GLcore"
Load "dbe"
#Load “dri" # disabled due to ATI problens
Load "extmod"
Load "“glx"
Load ‘'“record”
Load "xtrap"
Load "freetype"
#Lload “typel”
EndSection

Bection "InputDevice”
Identifier “Keyboardo"
Driver "kbd"
Option "XkbRules" "xorg"
Option "%XkbModel"” "pclos”
Option "XkbLayout"” “fr"
Option "XkbOptions" “grp:ctrl_shift_toggle,ctrl:ictrl_aa,grp_led:scr

EndSection

Pour internet, clic droit sur bureau choisir internet / WWW / Opéra

. Google - Opera -Ox
File Edit View Bookmarks Widgets Tools Help

] newtan | (o ar

9+ by L S G onttpiwww.googlefr 2 1= |, soogle =

Recherche avancée
Cutils linguisticues

Recherche Google | J'ai de la chance

Le domaine Google fr est disponible en : English

Saolutions publicitaires Solutions d'entreprise +Google A propos de Google Google.ce

m

©2017 - Confidentialité - Concitions

Google - Opera ENw 4 » 22.06.2017 13:37



Avec l'outil en forme de lunettes a droite, on surfe sans images

File Edit Wiew Bookmarks ‘Widdets Tools Help

]“_']Newtab [€) Google x |

e =

7’

G hitp:iiwww.googlefil

Q, Find in page P Find next

|1 Authormode - B No images o[ e Fitto width & 100% |+

|II ya 117 ans naissait Oskar Fischinger

Recherche avancée
Outils linguistigues

Recherche Google | J'ai de la chance

Le domaine Google.fr est disponible en: English

Solutions publicitaires  Solutions d'entreprise  +Google A propos de Google  Google.cam

@ 2017 - Confidentialité - Conditions

Pour sortir clic droit sur bureau exit



Frenzy 1.1
B Terminal
Run
File management
Edit/view/convert
Internet
Network
Network tools
Network audit
Security
System
Multimedia

Configure

L0

Help

Fluxbox menu

UP: 15n 585 ::: Load: 8.6 M9 8.13

| I L

] RAM: 71.1MiB/989MiB — 7%
[ Swap: 8B/8B - No) suap%
PROC: 66 ::: RUN: 2 N

EN < » 22.06.2017 13:38

file failure
file failure
file failure
file failure
file failure
file failure
file failure
file failure
file failure
file failure
file failure
file failure
file failure
file failure
file failure
file failure

aiting for X server to shut doun FreeFowtPath: FPE “,susr~slocalslibsX11/fontssni




Taper sur une touche pour redémarrer

file failure
file failure
file failure
file failure
file failure
file failure
file failure
file failure

aiting for ¥ server to shut down FreeFontPath: FPE “~usr-local-slibs¥11-fonts/mi
refcount is £, should be 1 fixing.

frenzy:"# halt

aiting (max 60 seconds) for system process "uwnlru’' to stop...done
aiting (max 6@ seconds) for system process “bufdaemon’ to stop...done
aiting (max 60 seconds) for system process  syncer’ to stop...
Syncing disk=s, unodes remaining...0 0 0 0 done

Aill buffers synced.

ptime: 16m45s

The operating system has halted.
lease press any key to reboot.

C’est fini !

Didier.



