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4MLinux (Linux v. 4.9.52-smp on i686)

Uptime: Oh 6m 52s

Frequency (in MHz): 1467

Frequency (in GHz): 1.47

RAM Usage: 59.4MiB/994MiB - 5% =—
Swap Usage: 0B /0B - 0% =—
CPU Usage: 12%

Processes: 90 Running: 0

File systems:
/0B /0B ¢
Networking (eth0):

Up: 0B - Down: 0B

Name PID CPU% MEM%
Xorg 1606 5.15 2.23
conky 1753 3.09 0.94
sleep 2242 0.00 0.07
xcompmgr 1786 0.00 0.11
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4MLinux (Linuﬂ. 4.9.52-smp on i686)

Uptime:. Oh 7m 29s

Frequency (in MHz): 1466

Frequency (in GHz): 1,47 .

RAM Usage: 60,6MiB/994MiB - 6% =—
Swap Usage: 0B /0B - 0% ———
CPU Usage: 12%

Processes: 92 Running: 0

File systems:
/0B /0B ¢
Networking (eth0):

Up: 34B - Down: 0B

Name PID CPU% MEM%
conky 2387 4,12 0,80
Xorg 1606 3,09 211
2430 0,00 0,07
2426 0,00 0,03
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4MLinux (Linuﬂ‘ 4.9.52-smp on i686)

Uptime:. Oh 7m 57s

Frequency (in MHz): 1466

Frequency (in GHz): 1,47 ;

RAM Usage: 61,2MiB/994MiB - 6% =—
Swap Usage: 0B /0B - 0% =——
CPU Usage: 10%

Processes: 92 Running: 0

File systems:
/0B /0B
Networking (eth0):

Up: 0B - Down: 0B

Name PID CPU% MEM%
conky 2387 5,10 0,80
1606 3,06 2,18
27 1,02 0,00
2460 0,00 0,07
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4MLinux (Linu)@. 4.9.52-smp on i686)

O Confirm

¢ m=9 @ 1 2 [ confirm

Ii<ecute
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"startx’ to enter X Window System again.
"reboot’ to reboot your computer.
"poweroff’ to shut down your machine.
"helpme’ to see all other possibilities.

Uptime:. Oh 8m 11s

Frequency (in MHz): 1466

Frequency (in GHz): 1,47 :

RAM Usage: 62,4MiB/994MiB - 6% —
Swap Usage: 0B /OB - 0% —
CPU Usage: 9%

Processes: 94 Running: 0

File systems:

/QB /OB —_—)
Networking (eth0):

Up: 0B - Down: 0B

Name PID CPU% MEM%
2387 7,14 0,80
1606 2,04 219
1612 1,02 1,33
2476 0,00 0,08
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